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Webasto Charging Stations
Distinctive Features of Webasto Pure, Webasto Next, Webasto Unite

RFID

RS485

OCPP

Modbus

Modbus

Metering Charging Sessions Webasto
Pure

Webasto
Next

Webasto
Unite

Meter Module 

MID certified meter

Eichrecht  

conformal meter
**

Load Management (LM) Webasto
Pure

Webasto
Next

Webasto
Unite

Integrated cluster LM  
(Master / Slave)

Local dynamic LM

Energy Management System 
Connection

Webasto
Pure

Webasto
Next

Webasto
Unite

PV integration

Protocols for Communication Webasto
Pure

Webasto
Next

Webasto
Unite

OCPP 1.6 JSON

Modbus RTU

Modbus TCP

DC Residual  
Current Detection

Webasto
Pure

Webasto
Next

Webasto
Unite

RDC-DD (≥6 mA DC)  
integrated

Hardware Interfaces Webasto
Pure

Webasto
Next

Webasto
Unite

Ethernet (RJ-45)

RS485 (data transfer)

WiFi & configuration 

hotspot

Potential-free contact  
(remote control for grid 
operator)

Access via Authentication Webasto
Pure

Webasto
Next

Webasto
Unite

RFID

Scan & Charge

Key lock

Webasto ChargeConnect 

App

Back-end & Apps Webasto
Pure

Webasto
Next

Webasto
Unite

Webasto ChargeConnect  
(App + portal)

Webasto Charger Setup 
App for installers

* Webasto Unite EICH product variant (from Q4/2022) will be without shutter.

** The Webasto Unite EICH product variant (from Q4/2022) has an integrated   
     Eichrecht conformal meter.

Hardware Webasto
Pure

Webasto
Next

Webasto
Unite

Charging power:  
11 kW version

Charging power:  
22 kW version

Attached cable:  
4.5 m or 7 m length

Type 2 socket  
with shutter

*


